Important things to note 
(iscxsui rocss) 


THE most important thing to remember when picking locks with the 2 in 1 tool is: 
If itmoves ... leave it alone !!!! 


This means ... if the wafer You are touching with the feeler on the tip of the lever 
arm feels springy or (bouncing) then leave it alone and come back toit. 


If the wafer is solid to feel with the lever arm, then it needs to be picked. 


You will find that once You have picked the solid wafers, the ones that were 
previously springy, may now bessolid and need to be picked. 


Also remember that when the wafer has been picked, it will now feel springy, ifit 
does not, then either ... you havent picked it far enough OR. you have over picked it 
anditis nowtrapped onthe shearline and you will have to release the tension to 
release the trapped wafer. 


Some locks require a very light turning tension otherwise they will clutch AND the 
More you force the lock with more tension, the more it will clutch so much easier 
as the clutch and wafers wear. 


Which-way to Decode the lock? 


ALL High security (laser type locks) 
with a SINGLE lever arm will decode 
inthe OPPOSITE direction tothe pe 
way the lock was picked. 


On SOME double sided locks 
(non-laser type locks) this may or 


may not be the case, they MAY pick and decode in the Same direction ... this is 
shown on the information page of each lock. 


No part of this publication shall be reproduced, transmitted or resold in whole or 
in part in any form or by any means, electronic or mechanical, including photocopy- 
ing without the prior written consent of the author. 


No liabilities are taken by the author for the use of the information contained 
within this book, techniques used are the sole responsibility of the user. 


important things to note 


In some cases, worn locks may read between the scale lines, if this is the case | 
find it better to cut the key to the higher cut and progress down if necessary. 


| always run the numbers | get through Instacode to see if it is a genuine code 
Sometimes if the lock has been replaced, it may be an after market (non genuine) 
and therefore may not even be a legitimate code. 


Itisa good idea to draw yourself 1/2)3)4 5 6 7|\8 


a grid similar to the ones shown, <= —— 
this will make it much easier to A 
write down the numbers as you 

decode the lock. | 


B 


1] 2] 3]4]5]6]7|8 [9 [10] 
=== === 


Most of the time the "TOP" of the key blade is Axis "A" 
BUT sometimes it is shown in Instacode as Axis "B" 


The top of the Key blade can also be shown as "Left" 


Spacing numbers are always taken from the shoulder end 


LEFT RIGHT 


of the key (bow) and this is always "number 1” position. 


If you find a mistake or have a constructive comment or criticism, please do not 
hesitate to contact me at: 


OR, ifyou have a particular lock you would like to be added, please let me know and 
| will do my best to add it to the next Volume. 


HU100R 
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TOY40 
TOY43R 
RENAULT 
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TOY48 
VA2 
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hrysler, Dodge, Jeep 


Se Silea CY24 
CY24 found on: Chrysler, Dodge and Jeep 


=e 
This lock has 8 spaces and 4 depths 
Depth 4 is the deepest cut and number 1 is the shallowest cut 


All wafers are stamped/numbered 


Position 1 is not used in the door lock, so only positions 2 to 8 are marked on the tool 

The tool is designed for IC Card number 161 ...Code series .. M1-M2168 and VNO-VN1999 
This is a single lever arm 2 in 1 pick/decoder 

To decode the lockread inthe SAME direction as it was picked 


No.8 Lifts Up 


No.7 Pushes Down 0 sane 
No.5 Pushes Down 
= 5(4) 


No.3 Pushes Down 


No.6 Lifts Up 


No.4 Lifts Up 


No.2 Lifts Up 


SMART 


(iSecsirs TOOLS) 
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wo 


4|5|6/7/8 
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| Enter known bitting values in corresponding positions 


R [enable advanced search features 


After running through Instacode, 
it came up with only one code 


Axis A: Depth Symbols (1, 2. 3, 4) — 


| Ae siting: | Code | Bitting 
Search M0425 | 32234224 
“One Up” also: —— 


|< 


Main key and special key which only use for 
2in 1 decoder and pick too! 


Silea FO38R 


FO38R found on: Ford, Lincoln and Mercury 
Generation 1 ...wafersin positions 1,2,3,4,5 and6 — 
Generation 2 ...wafersin positions 2,3,4,5, 6 and7 


Generation 3 ... wafersin positions 3,4,5,6,7 and& 
All wafers in this lock were stamped/numbered 
This particular lock is a generation 2 lock, with wafers in positions 2 to 7 


To Test... Insert the tool into the lock and (without tension) test each position to find 


which has a wafer init, if there isa wafer... you will feel the bounce 


Ifyou feel bounce in positions 2,3, 4,5, 6.and7 and positions 1.and 8 feel dead...then 


you have a" Generation 2" lock 


Likewise, if you have a "Generation 3" lock, you would feel bounce in positions 3, 4, 5, 6,7 


a + 765) 
i + 6(3) 
O- 5(1) 
No.7 Pushes Down 
No.6 Lifts Up 5 
~ No.5 Pushes Down 
No.4 Lifts Up —a = 4(2) 
Nozuteup No.3 Pushes Down 
o =< 3(4) 
fi + 2(2) 


and 8; and positions'1and’2 would feel dead 


To decode the lock read in the SAME direction as it was picked 


(6 


Pushes 
Down 


Enter known bitting values in corresponding positions. —— 


Afterrunning through Instacode, 
RR [Dlenabie advanced search features 


it came up with only one code 


| axis: Depth Symbols (1.2.3, 4.5) 


iNet Maat Ge See srs Jet cot 
Bitting: 2 }14 2 LiL S ils Code Bitting 
| Sane 1031X 12421353 
| netoresos (eC TsE eC) sC slate) 


oo 12345678 


Main ke id ial ke hich onl; fe 
Zintdecoderandpickiool Cs 42135 3 


GT15.... Holden; Pontiac 
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Fiat GT15 2 in 1 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: 
Hong Kong Patented product. 
AUTO SMART LOCKSMITH TOOLS, 
Avariety of functions: Lighting, pick and decoder. 
Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith . 
These products have been sold all over the world. 
These products by internationally renowned locksmith master himself identification and tested, 
These products are the world’s leading the locksmith intelligent tools for unlocking 
Detail for Fiat GT15 2in 1 decoder and pick tool as follow: 
Open sequence: 
First enter the working part of 2in 1 decoder and pick tool into the button of Lock cylinder , 
then unfold the driven Lever of 2in 1 decoder and pick tool. 
First of all pick the Side “A” 1. 3, 5. 7. Swafer. Then pick Side 
“B” 2, 4, 6, Bwafertill the lock be opened 
Decoder sequenc 
First read the Side “A” 1, 3, 5. 7, wafer. then read Side “B” 2, 4. 6, 8 wafer. After finish reading 
thenuse the key cutterto cut the special key which only use for 2 in 1 decoder and pick tool. 
Finish all cutting then an unbroken key have been made and it can use for open the lock. 


Fiat cars Series 


2 Scale of location of the plates in the lock. 


@ depth line of wafers 


*, 
y DLED Light a, 


® LED Light switch 


5 Driven Lever DA, BLever 


1 . ———s Main key and special key which only use for 
2in 1 decoder and pick tool 


HONG66.... Honda; Acura 


position 5 is a one piece wafer 
Side "A" 


Position 1 in this lock is read ONLY by the "B" side ofthe decoder- 


pick or read anything in this position 
Side "A" does not pick or decode in positions: 1,5 and6 

Side "B" does not pick or decode in position 6 

All wafers (tumblers) are stamped/numbered 

To decode the lock read in the SAME direction as it was picked 

The lock has to be picked twice, first pick and turn approximately 45 degrees 


Then pick again tothe 90 degrees, the lock hasto be in this position todecode 


B4 Lifts Up A4 Lifts Up 


A3 Pushes Down. 
B2 Lifts Up 


B1 Pushes Down 


Silca HONG66 


HON66 found on: Honda and Acura 
The first 4 spaces in this door lock have split wafers and | 


Once the lock is decoded, You can turn it back to the 45 degree position and then 
it has to be picked back to the upright (vertical) position before’You can remove 
the tool 


BS Pushes Down sae | b- (2) 


B3 Pushes Down 
A2 Lifts Up A3 (6) | ps (5) 


will not 


— 


(1% 


AAxis 


Pushes 
Down 


(iSersuirs TOOLS} 


A‘ Does not read Position B1 ... readas a2 


Position A2 ... readas a5 Position B2 ...readasaS 
Position A3 ...read as a6 Position B3 ...readasa5S 
Position A4 ...read as a 2 Position B4 ...read as a1 


Position BS ... read as a3 
AS Does not read : 


A6 Does not read .. Always a 1 cut AG Does not read .. Always a1 cut 


If you are using Genericode to fillin the gaps... 
in the TOP row and what you read as the["B"axis)in 


Enter what you read as the| 
the BOTTOM row 


[Enter the known cuts and''to skip a cut Number 6 cut on Axis "A" and"B"is alwaysa1 
‘peer eta pots rw [5555] Number 5 cut on Axis "A" is always a2 or 5 
ae Ea Number 5 cut on Axis "B" is always a3 or 5 : 

Coe) Cencet 
Series Code: 1210 Spacing 1200 Blank Typet: Sica v - 
Comment: HONOACRV<M><Trap Increment: 0137 tank pe 2: ETE)» Ho01-Pr 


ESESESESe es (enon 


(12 
= 
MART If you are using Instacode to fill in the gaps .... 


locks TOOLS} 


Once you have decoded the lock and before entering the cuts into 
Intstacode for the remaining cuts, transpose the letter "A" for the letter "B" 


Before After 


Search: o 
“oneup"alss: WOOOOU 


Depth Symbols (1, 2, 3, 4,5.6) 


After running through Instacode 


Code Bitting 
OK210 255131-356251 


| 
| it came up with 1 code 


O88 


oneup"aiss: TO OOOO 


123456 
356251 


Axis B ....LEFT 


Axis A... RIGHT 
255131 
123456 
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HONDA HONG6 2in 4 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: 
Hong Kong Patented product. 
AUTO SMART LOCKSMITH TOOLS, 
Avariety of functions: Lighting, pick and decoder. 
Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith . 
These products have been sold all over the world. 
These products by internationally renowned locksmith master himself identification and tested. 
These products are the world's leading the locksmith intelligent tools for unlocking 
The detail for HONDA HON66 2 in 1 decoder and pick tool as follow: 
Open sequence: 
irst pick the lower left 1 piece wafer, and then pick the top right 2 pieces wafers 
>)Pick the upper left pieces wafers and then pick the lower right 3 pieces. wafers. 
After the lock cylinder turn around to 45 degree there still have 3 pieces wafers stuck. 
@After then pick the lower left 1 wafer and top right 2 pieces wafers. And then the Jock cylinder be opened, 


@At the same time the lock cylinder need to go back to the original position then need to pick 3 pieces wafers. 


Pick the lower left 1. wafer and then pick the top right 2 pieces wafers. After then the Lock cylinder back to 
the original position. So the unlock work is complete. 
Decoder sequence: 
First read the lower left.1 piece wafer, and then read the top right 2 pieces wafers. And after then read 
the upper left 2 pieces wafers. Finally read the lower right 3 pieces wafers. After finish reading then use 
the key cutter to cutthe special key which only use for 2 in 1 decoder and pick tool. Finish all cutting then 
an unbroken key have been made and it can use for open the lock... 


Honda HON66 can open the Honda 2.4 Honda Accord, Odys: 
eighth-generation Accord, BYD.F6 models. 


@Probes 


2 Scale of location of the plates in the lock 


3 depth line of wafers 


® LED Light 


@ LED Light switch i 9 
© Driven Lever deal 


= 
— key and special key which only use for 


2in 1 decoder and pick tool 


HUS8 ...BMW. 
- Silca HUS8 
This lockis an external 4 track lock and has 12 spaces 
6 on Axis "A" and 6 on Axis "B"...and 4 depths 
De 


Positions 3 and 9 are not found in the door lock 
DO NOT TRY TO PICK POSITIONS 3 AND 9 


It is very important that you donot mistake this for a pickable wafer otherwise you 
may force the tool and break the tip off the pick 

Depth 4 is the deepest cut and number 1 is the shallowest cut 

All wafers (tumblers) are stamped/numbered 

Once the lock is picked, it will ONLY turn to about 1 oclock, hold the lock in this 


position to decode’ the lock ... 
To decode the lock read in the OPPOSITE direction as it was picked 


If you only wantto pick the lock toopen the car, hold turning pressure on the tension 
handle and withdraw the tool about 10 mm (3/8 inch) this willallow the "gate wafer" to 
depress into the narrower part of the tool and the lock will turn 


This is the "gate wafer" which closes around the key when the lock is 
turned 


The cut out in the key allows the gate wafer to depress and the lock to turn 
— —_—» 


Wafers in positions 


No wafers in these positions 
9 Blocked Off 


‘and 12 


Share the same chambers These are blocked .. Do not try to pick 


No.9 Blocked 


Pushes| 


Down 


No.3 Blocked 


No.12 Pushes Down. 
No.11 Lifts Up 
No.10 Lifts Up 
No.9 Blocked 
No.8 Pushes Down 
No.7 Lifts Up 


No.6 Lifts Up 
No.5 Pushes Down 


No.4 Pushes Down 
No.3 Blocked 


No.2 Lifts Up 
No.1 Pushes Down 


= 12K) 


+12 


> 1013) 


= 900) 


ey 


S| TOG) SiS a | Si a 


We then convert it to y 


Lie | 3% |S 16r)-7 | 8 


9 
Q_|®_|@_ |@_@_©@ 
@) @ @_ @ Oh, © 


And now convert it to im 


1) 2)3)4 )5 16 


A QWOOWO@ 
BOOS 


Now enter into Instacode 


Enter known bittng values in corresponding position 


RR (lenabie advanced search features 


Axis A: Depth Symbols (1, 2, 3.4) 


et 
BAY x4 


Biting: 3 


After running through Instacode it came up with 4 codes 
Our code was the first cut on Key 1 ... BH210709 


= [Cuttingtree 
Code Bitting 1D key1 
BH120482 33212-14231 | 
BH120709 312132-134231 Alciiaier aeicenen 
BH210482 332112-134231 [BD key2 


BH210709 _ 312112-134231 aS 


Main key and special key which only use for 
2in 1 decoder and pick tool 


HU64 found on: Mercedes 
This lock has 10 spaces and 5 depths _— 

A Silca HU64 
All 10 wafers are found in the door lock and in the boot lock. 


Picking this lock requires a very light turning tension 


To decode the lock read in the SAME direction as it was picked 


No.10 Pushes Down 
No.9 Lifts Up 

No.8 Pushes Down 
No.7 Lifts Up 

No.6 Pushes Down 
No.5 Lifts Up 

No.4 Pushes Down 
No.3 Lifts Up 

No.2 Pushes Down 
No.1 Lifts Up 


Pushes 


Down 


1|2)3)|4)5 \6 


je] & lees tap | 3 


{ Enter known bitting values in corresponding positions 


| R [enable vanced search features 


‘Axis A: Depth Symbols (1, 2, 3, 4, 5) 


After running through Instacode to 
check it was a correct code 


A SS — —— =e 
Biting eH: 2 at HL is Fe 4] § | Code Bitting 
Search: [eae] ea] } 0121 1321235345 
“oeuvres: TOO OOOOO000 F 
i cine ss ay oye 
123456789 10 
1321235345 


This is the side you read the cuts on the key 
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——a 
SMART Seat,Skod: 
LLOCKSiirH TOOLS) 
HU66 found on: VW, Audi, Skoda, Seat and Ford (Europe) @— 
This lock has 8 spaces and 4 depths 


Silca HU66 
Depth 4 is the deepest cut and number 1 is the shallowest cut 


All 8 wafers are in this lock and all positions in the door lock can be read with the Smart 
tool 


This lock is a generation 2 with groups of 2 wafers ,.. 2up and 2down 


Generation 1 of this lock would havelopposing wafers 1 up 1 down’and was used until 
around 2002 


To check and see if the lock you are working on is Generation 1 or Generation 2 by 
entering the 2in 1 Tool and (withno tension) test to see ifthe wafers in positions 1 and 


2 are moving in the same direction, if so this is a generation 2 lock 
This isa single lever arm 2 in 1 pick/decoder 


To decode the lock read inthe OPPOSITE directionas it was picked 


No.8 Pushes Down + 7(3) 
No.7 Pushes Down 


No.6 Lifts Up 
No.5 Lifts Up 


No.4 Pushes Down 

+ 5(1) 
No.3 Pushes Down 
No.2 Lifts Up 
No.1 Lifts Up 


ie 2) 
= 
SMART 


Pushes [iscxsui roots) 


Enter known bitting values in corresponding positions After running through Instacode 


R cease Ler to check it was a correct code 


‘Axis: Dopth Symbols (1. 2, 3, 4) 


j= 2 As — 88 tt 
Biting: 4 3 1 3 1 1 3 2 
sec MOHD Code 
eporeiecss (TST: JS TSE pba Jest Ie} 


— 


We 


Volkswagen HU66 2 in 1 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: 

Hong Kong Patented product. SAE 
AUTO SMART LOCKSMITH TOOLS 
Avariety of functions: Lighting. pick and decoder. 
Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith 
These products have been sold all over the world. 
These products by internationally renowned locksmith master himself identification and tested 

These products are the world's leading the locksmith intelligent tools for unlocking 

Detail for Volkswagen HU66 2 in 1 decoder and pick tool as follow: 

Volkswagen 2-3 generation lock open tips: 

2-3 generation lock 14 , 58 wafer little wider. 23 , 67 Wafer little narrower. 

First should pick 15 and 84 wafer . And then pick 37 ,62 wafer. 
And these 4 pieces wafers need to be picked repeatedly. 

Mfafter pick 15 , 84 wafer and 37 ,62 wafer do not have any reaction then it means the 15,84 wafer do not be 
picked in proper position or you had picked over . So you have to try again to pick 15,84 wafer till they are picked 
successful. If you pick the 15,84 wafer and the position is over then you need to drop these wafers alittle. 
When you drop the wafers then you have to listen carefully 

(Do not drop too much, If too much then the wafers will drop down) 
After you drop then you try to pick 37,62 wafer again. At this moment you will feel the 37,62 wafer will move. 
So you have to pick 37,62 wafer repeatedly. For 62,37 wafer also do the same steps) 
The permutation of wafer position for Volkswagen and. Audi; 
The sequences: Side “A” (12 56) Side “B” (34 78) 
Open sequenc 
When use HU66 V.2 2 in 1 decoder and pick tool, first enter the working part of 2 in 1 decoder and pick tool into 
the button of Lock cylinder ,then unfold the driven Lever of 2 in 1 decoder and pick tool . Meanwhile use appropriai= 
Strength hold on it by left hand. ( If work under dark light then you can open the light) 

First use your right hand hold the Lever A to pick 15,84 wafer. At the same time the Probes will move. And then use 
the Lever B to pick 23,67 wafer .And these 4 pieces wafers need to be picked repeatedly till the Lock be opened. 
Atthis moment the Lock cylinder will turn around about 90 degree. 

Decoder sequence: 
After the lock be opened then start to read code. First read the Side “A” 12,56 wafer and then read the Side 

“B” 34,78 wafer. When you read the 12,56 wafer position meanwhile in the body of 2 in 1 decoder and pick will 
‘show you the wafer position and depth of wafer. Therefore you can read out the depth of wafer(the key way ) 

For example. Side “A” number 1 wafer position read out is 3.number 2 wafer position read out is 2. number 5 
wafer position read out is 4.number 6 wafer position read outis 2.So Side “B” read out the codes 
the sequence is 32, 42.And then read the Side “B” Side “B” the number3 wafer position read outis 1.number= 
wafer position read out is 3, number 7 wafer position read out is 2. number 2 wafer position read out is 

1.Sothe Side “B” read out the codes the sequence is 13,21 
Side “A” (12 56 ) the permutation of wafer position 
Side “A” (32 42) the permutation of wafer position (Key way) 
Side “B” | (34 78 > the permutation of wafer position 
Side “B” (13 21 ) the permutation of wafer position(Key way) 

After knowing the position and depth of wafer, then prepare 2 pieces special key which only use for 2 in 1 decode= 
and pick tool ( The special keys already marked the depth line).And then use key cutter to cut the special key. 
First take one piece cut for Side A's codes. Side “A” number 1 position is 3, number 2 position is 2,number 5 
position is 4,number 6 position is 2. And then take another 1 piece special key cut for Side “B” . Side B number 
3 position is 1,number 4 position is 3,number 7 position is 2,number 8 position is 1 

Finish the cutting then take one piece main key(HU66,only one piece) put in the middle of these two pieces 
special keys what already be cut. And these two pieces special keys the key way where have been cut must coinc® 
Now an unbroken key have been made and it can use for open the lock. So open the lock and decoder finish. 


The Volkswagen HU66, there are two models, one is HU66, another is HU66v.2 
Volkswagen, Passat, Magotan, Sagitar, Audi, Skoda, Bora, Golf, Gore, etc Series 
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WLEO Light 


Main key and special key which only use for 
2in 1 decoder and pick tool } DLED Light switch 
DA. BLever 


5 Driven Lever 


Ae 


HU83 found on: Peugeot, Citroen, MG, Mini a 


This lock has 7 spaces and 4 depths Silca HU83. 


This tool will also pick & decode the Mini and MG that use the 1st generation lock which 
is prior to 2005, and this is the reason for the 1—8 grid on the tool 


All7 wafers are in this lock 
Depth 4 is the deepest cut and number 1 is the shallowest cut 
Thisis a single lever arm 2in 1 pick/decoder 


To decode the lock read in the OPPOSITE direction as it was picked 


No.8 Pushes Down 


<= 5(4) 
No.7 Lifts Up 
No.5 Lifts Up {i- 4(3) 
No.4 Pushes Down 


No.3 Lifts Up + 3(1) 
No.2 Pushes Down 


No.6 Pushes Down 


—_ 
SMART | 


LOCKSMITH TOOLS] 


Up 


When using on Citroen and Peugeot 


This is how the tool reads 


After reading with the Smart 2 in 1 


Enter the cuts into your code program like this _ 


ZH \2 (3/4/15 /6|7 


X14} 3,1) 3) 4) 4 


Enter known bitting values in corresponding positions 


R ( [Enable advanced search features 


‘Axis A: Depth Symbols (1, 2, 3, 4) 


After running through Instacode, 
it came up with only one code 


= = 


e289 a Oe = 
Bitting: | | | | | Code Bitting 
‘Search: Oo oO Oo 
SM i BM | Ot 


-HCA0007 4313443 


_ 
Main key and special key which only use for 
2in 1 decoder and pick tool 


This is the side you read the cuts on the key 


— 
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HU92 found on BMW, Rover, Mini 
This lock is an internal 2 track 

The lock has 8 spaces and 4 depths 
All 8 wafers are in this lock 


All positions in the door lock can be read with the Smart tool 


Depth 4 is the deepest cut and number 1 is the shallowest cut 


This isa single lever arm2 in 1 pick/decoder 


To decode the lock readin the OPPOSITE direction as it was picked 


No.8 Pushes Down 


No.7 Lifts Up 
No.6 Pushes Down 


No.5 Lifts Up 
No.4 Pushes Down 


No.3 Lifts Up 


eo pialal as! 


No.2 Pushes Down 


No.1 Lifts Up 


& 
3 
2 


= 
Silca HU92 


SMAR 


((Sexsuirs TOOLS) 


Pushes 


1|213/4/5 
Vt 


Enter known bitting values in corresponding positions | After running through Instacode, 
R enable advanced search features (check itwasa coractonds 
‘Axis A: Depth Symbols (1, 2, 3, 4) 
Finer Veet beat ese T 
Bittng: | En TD | Code ing | 
sot BO OOGHe Gg | | 3196 | 12112443 
sce Dero 1H Jel 18 Jet Pek Jet EAE} 
Main key and special key which only use for 
2 in 4 decoder and pick tool 
T234567'8 
1241792 4-3 


inne 
a 


This is the side you read the cuts on the key 


100. GM, Holde: 


HU100 found on: GM, Holden, Buick, Cadillac, Opel and Vauxhall 


This lock has 8 spaces and 4 depths 
Depth 4 is the deepest cut and number 1 is the shallowest cut- 
All wafers are stamped/numbered and are handed Left and Right 
All wafers (tumblers) are stamped/numbered 

All'8 wafers are in this lock 

All positions in the door lock can be read with the Smart tool 


To decode the lock read in the SAME direction as it was picked 


No.8 Lifts Up 
No.7 Pushes Down 
No.6 Lifts Up 
No.5 Pushes Down 
No.4 Lifts Up 
No.3 Pushes Down 
No.2 Lifts Up 


No.1 Pushes Down 


Silca Hu100 


Enter known bitting values in corresponding positions 


After running through Instacode, 
to check it was a correct code 


(CJenable advanced search features 
(Z]Search bitings in associated series 


‘Axis A: Depth Symbols (1, 2, 3, 4) 


Bitting: 
| | Series Code Biting 
Search’ | 
- | ISN 5384:24001-26314 24315 33213242 
“One Up "also: | 


Main key and special key which only use for 
2in 1 decoder and pick tool 


This is the side you read the cuts on the key 
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HU100R- BMW -2010> 


HU100R found on: BMW - 2010> 


This lock has 8 spaces and 4 depths and is an internal 2 track 


mm Hut00R 
All 8 wafers are in this lock 


All positions in the door lock can be read with the Smart tool 
Depth 4 is the deepest cut and number 1 is the shallowest cut 


To decode the lock read in the SAME direction as it was picked 


2813) 


§ 74) 
G 5(1) 


|<— No.7 Pushes Down 
5 (1) 


No.8 Lifts Up 


No.6 Lifts Up 


No.4.Lifts Up 


No.2 Lifts Up 


Pushes 


30 = 


1/2)3/4/5/6|7)8 
2/4/2/1)/1/1/4)3 


After running through Instacode .... no codes were found for this lock. 


This is the side you read the cuts on the key 


BMW new model HU00R. 2in 1 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: 
Hong Kong Patented product. 

AUTO SMART LOCKSMITH TOOLS 
Avariety of functions: Lighting, pick and decoder. 

Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith These products have been sold all over the world. 
These products by internationally renowned locksmith master himself identification and tested. 

These products are the world's leading the locksmith intelligent tools for unlocking 

Detail for BMW new model HU100R_ 2in 1 decoder and pick tool as follow: 
Open sequence: 
First enter the working part of 2 in 1 decoder and pick tool into the button of Lock cylinder then unfold the driven 
Lever of 2in 1 decoder and pick tool . Meanwhile use appropriate Strength hold on it by left hand. 
(If work under dark light then you can open the light) 
First pick Side “A” NO. 1. 3. 5. 7 wafer, and then pick the Side “B" NO.2. 4. 6. 8 wafer till the lock be opened. 
Decoder sequence: 
Firstread the Side “A” NO .1. 3. 5. 7.wafer, and then read the Side 

“B” NO. 264, 6< 8 wafer till the lock'can been opened. 
After finish reading then use the key cutter to cut the special key which only use for 2 in 1 decoder and pick tool. 
Finish all cutting then an unbroken key have been made and it can use for open the lock.. 


2011 year BMW New mode! 
Main key and special key which only use for 


2in 1 decoder and pick tool 
2 Seale of location of the plates in the lock. 


D depth line of wafers 
D Probes 


®LED Light 


® LED Light switch 


2 Driven Lever 
DA, BLever 


= 
SMART HU101 


Keni 700) 


HU101 found on: Ford, Range Rover, Volvo, Jaguar 


This lock has 10 spaces and 5 depths 
All positions in the door lock can be read with the Smart tool Silea HU101 
Depth 5 is the deepest cut and number lis the shallowest cut 


The No 10 position nearest the tip will always be a No 2 Cut ( except in the extended 
series) 


The Number 1 position nearest the bow will never be a number 1 cut 


There will never be more than 2 height differences between wafers next door to each 


other 
Picking this lock requires a very light turning tension 


To decode the lock read in the SAME direction as it was picked 
102 


No.10 Pushes Down 
‘No.9 Pushes Down 


No.8 Lifts Up 
No.7 Lifts Up +6 (4) 
_ 
No.4 Lifts Up qj 5(4) 
No.3 Lifts Up 
a a 


No.6 Pushes Down 
No.5 Pushes Down 


No.2 Pushes Down 
No.1 Pushes Down 


34 


= 


a 
(iSeksuirs TOOLS) 


10 


7 
5 


89 
4 22 


[S71 O) | 


Enter known bitting values in corresponding positions 
RR [Enable advanced search features 


‘Axis A: Depth Symbols (1, 2, 3, 4, 5) 


After running through Instacode, 
to check it was a correct code 


Bitting: 


| 


Code Bitting 
0725 2132445422 


Main key and special key which only use for 
2in 1 decoder and pick tool 


This is the side you read the cuts on the key 


rtrtt i ttt 


2132445422 
12345678910 


22... Hyundai, Kia 


HY22 found on: Various models of Hyundai& Kia 


There are 6 spaces and 4 depths inthis lock , all wafers are 
bead 


split and all occupy their own chamber 
Silea Hy22 


All positions in the door lock can be read with the Smart tool 

Depth 1 is the deepest cut and number 4 is the shallowest cut” 

To decode the lock read in the SAME direction as it was picked 

“The lociehad te be picked tices hrat pleWand tiim/approximeiayasdeptecs== 
Then pick again to the 90 degrees, the lock has to bein this position to decode 


‘Once the lock is decoded, you can turn it back to the 45 degree position and then 
it has to be picked back to the upright (vertical) position before you can remove 


the tool fee See, ees eee 


AG (2) + }- B6 (3) 


BS af ee (4) 
A6 Lifts Up B6 Lifts Up 


BS Pushes Down ASPushesDown a4 (3) —e <4 (2) 
A4 Lifts Up B4 Lifts Up 


B3 Pushes Down A3 Pushes Down 
A2 Lifts Up —t— B2 Lifts Up B3(1 | f- A3 (4) 


B1 Pushes Down —p| 
A2(3) + j—=0 


Bt (3) —»> tf-« (1) 


ALA 
hoo, Sani ve 


Nl 


Pushes 
Down 


\ 


Oe Cae 
4 7 Ur 


SMAR 


Dl laest ||| 
=| Rilo 
wlnNn|]o 


Enter known bitting values in corresponding positions 


= After running through Instacode, 
(enable advanced search features ‘ 
R to check it was a correct code 


Axis: Depth Symbols (4, 3, 2, 1) 


123466 
Biting: WPIFIFIEI 
sec =O 
sonevorase: OO OOO 

‘Axis B: Depth Symbols (4, 3, 2. 1) | 

(B] see eet ee ee Jo Code Bitting 
PEnS: SS U2 V2 Ie | K1655 — 134342-331223 
‘Search: (ea) o oO oO ia] ita} | S|] — = : = =a 
orev: OOO OOO 


Main key and special key which only use for 
2in 1 decoder and pick tool 


ae 123456 
— 


134342 


331223 


123456 


NSN14 found on: Nissan, Subaru and Infiniti 


This lock has 10 spaces and 4 depths 


NSN14.. Nissan,Subaru, Infiniti 


8 Of the 10 wafers are in this lock .. Numbers 3 to 10 


Depth 4 is the deepest cut and number 1 is the shallowest cut 


This is asingle leverarm 2 in 4 pick/decoder 


To decode the lockread in the SAME direction as it was picked 


No, 10 Lifts Up 
No.8 Lifts Up 
No.6 Lifts Up 


No.4 Lifts Up 


No.9 Pushes Down 


No.7 Pushes Down 


No.5 Pushes Down 


No.3 Pushes Down 


Silca NSN14 


+> 10(4) 
> 9(3) 


+ 8(2) 


+> 6(3) 
> 5(4) 
> 4(4) 


{i 
C 
f 
CS —+. 
{ 
iy 
{ 
ct 


+ 3(2) 


38 


Pushes 
Down 


Y 


After running through Instacode it came up with 4 codes 


Our key was the first key on "key 1" on the cutting tree 


11213 /4/51617| 849% 10| — |[cusrome 
X 1X12) 4) 4] 3] 1/2) 3) 4 ae SOOT 


|P key2 
13436 2124431234 
Enter known biting values in corresponding positions 14630 3224431234 
(lEnabie advanced search features 
{@)Search bittings in associated series 
‘Axis: Depth Symbols (1, 2, 3, 4) 
=e Series ___| Code 
ISN 2354;1-22185 134 x 
Search 2185 | 14630 | 3224431234 | 
AOL ISN 2354:1-22185 | 18804 | 2324431234 
corebpeeec 15 1sL Tae le Je ISN 2354:1-22185 | 21569 | 1224431234 


Main key and special key which only use for 
2in 1 decoder and pick tool 


39 


40 = Toyota,;Lexus,Kia,Mazd itsubishi 


TOY40 found on: Toyota, Lexus, Kia Amanti, Mazda Millenia & Mitsubishi Magna ee 


first 4 in this lock have one piece wafers 
The first 4 spaces in this lock have one piece s and sca T6V40 
positions 5, 6 and 7 are split wafers 


Positions 1,2, 3and4 are read ONLY by the "B" side of the 
decoder, side "A" will not pick or read anything in these positions, as they are not used 


Depth 1 is the deepest cut and number 5 is the shallowest cut 
All wafers (tumblers) are stamped/numbered 


To decode the lock read in the SAME direction as it was picked 


Then pick again to the 90 degrees, the lock has to be inthis position to decode 


The lock has to be picked twice, first pick and turn approximately 45 degrees ee 


Once the lock is decoded, you can turn it back to the 45 degree position and then 


it has to be picked back to the upright rt position before you can remo\ 
the tool 


B7 (4) ~4 t- AT (4) 
AG (2) +f } B6 (2) 
87 Pushes Down: AT Pushes Down + 
A6 Lifts Up B6 Lifts Up BS (4) > + As(2) 
B5 Pushes Down —f ‘AS Pushes Down 
B4 Lifts Up +> B4(5) 


B3 Pushes Down 
B2 Lifts Up 
+ B3 (3) 


B1 Pushes Down 


@ 


tg Nat all 
‘eae nolo) el 


B Axis 


42 


A1 Does not Read 
A2 Does not Read 
A3 Does not Read 
A4 Does not Read 


Position A5 ...read as a2 
Position AG ...read as a2 
Position A7..read asa4 
Position A8 .,.No Position 8 in Door 


Position B1 
Position B2 


Position B4 


Position B6 .. 
Position B7 .. 


=m, 
SMART 
Sxsuite TOOLS) 


.feadasa4 
fread as a3 
Position B3 ...1 


readasa3 


.feadasa5 
Position BS... 
fead as a2 
feadasa4 
Position B8 ... 


readasa4 


lo Position 8 in Door 


i) 
w 
a 
o 
N 


31315 |}4/2)4 


xX 


After running through Instacode, 


Ute Be Dept symbols (Pies: 2a it came up With only one code 
soe teks ie 8 
Bitting: 22 Our code was: 30407 
SoS SIE ea] i 
“One Up"also: F] OO oo Code Bitting 
Axis B: Depth Symbols (5,4, 3, 2, 1) 
2.3 SS 5. fet 
Bitting: 4|[3 4|[2|[4 
Ske Ooo OH 
“Oneup"ais: 700 0 rick 
Main key and special key which only use for 
2in 1 decoder and pick tool 12345678 
—— 32232244 
Side A 
SideB 


43354244 
12345678 


TOY40... This lock was found on an early 1991 Lexus ES250 
To read this lock on the numbered lines of the TOY40 tool, it must be used upside down 
in the lock. ... | It can still be read right side up but only on the non-numbered li 


The first 4 spaces in this lock (which are positions 2, 3, 4, and 5) have one piece wafers 


and positions 6 and 7 are split wafers, 


Positions 2, 3, 4 and 5 are read ONLY by the "B” side of the decoder, side "A" will not 
pick or read anything in these positions, as they are not used 


Depth 1 is the deepest cut and number 5is the shallowest cut 
All wafers (tumblers) are stamped/numbered 


To decode the lock read in the SAME direction as it was picked 


Sas 


Then pick again to the 90 degrees, the lock has tobe in this position to decode 


The lock has to be picked twice, first pick and turn qpproximately 45 degrees. 


Once the lock is decoded, you can turn it back to the 45 degree position and then 
ithas to be picked back to the upright (vertical) position before you can remove 
the tool 


B2 
Ba Be 


B87 B5 


B3 


AT Lifts Up B7 Lifts Up 
A6 Pushes Down 
B5 Lifts Up 


B6 Pushes Down 


B4 Pushes Down 
B3 Lifts Up 
B2 Pushes Down 


43 


45 


=a. 
SMART 
ESTERS 


One way to possibly tell the difference between the two locks is by looking at the face caps. 


The 8-wafer lock on the left has a closer taper at the shutter, the lock on the right has 10 wafers. 


Enter what you read as th 
in the BOTTOM row 


eT View Key Data ce Series O0001 = OS 


‘Series Code: 0174 Specing 


es es ee 3] &| 


46 


A1 Does not Read 
A2 Does not Read 
A3 Does not Read 
A4 Does not Read 
A5 Does not Read 


Position A6...readasa3 
Position A7...read as a3 
Position A8 ...No Position 8 in Door 


B1 Does not Read 


Position B2...readasa3 
Position B3...readasa3 
Position B4...readasa5 
Position B5 ...readasa4 
Position B6...readasa2 
Position B7 ...readasa4 
Position B8 ..,No Position 8 in Door 


5 
X|X}X| X] X 
4 


2\X 


‘Axis A: Depth Symbols (5,4, 3, 2. 1) 


Oo 


After running through Instacode, 
it came up with only 2 codes 


Our code was: 01740 


Code 


(01740  23213334-43554424 


Main key and special key which only use for 
2in 1 decoder and pick tool 


04943 | 42213334-43554424) | 


12345678 
23213334 


Pontiac,Scion 


TOY43 found on: Toyota, Suzuki, Pontiac, Scion Silca TOY43. 


This lock has 10 spaces and 4 depths 
8 of the 10 wafers are in this lock .. Numbers 3 to 10 
Depth 4 is the deepest cut and number 1 is the shallowest cut 


The wafers in this lock are opposing 1 up 1 down BUT they are in pairs and 
each pair occupy the same chamber ... 4 Chambers 
This Smart tool is for the 10 space (code series 50000 - 59999) and NOT 
the 8 space lock (code series 1 - 5000 and 10001 - 15000) 


DO NOT attempt to pick or decode t cut series as this lock has 2 split 
wafers and these may get jammed if this tool is used 


To decode the lock read in the SAME direction as it was picked 


No.10 Lifts Up. ——w 


No.9 Pushes Down 
No.8 Lifts Up 
No.7 Pushes Down Sis 
No.6 Lifts Up 
G. No.5 Pushes Down 
No. Lifts Up) ape 


No.3 Pushes Down 
= 


40(2) 


9 (2) 


8(4) 


7 (3) 


6 (3) 


5 (4) 


4(4) 


3(3) 


(iSeKsnirn TOOLS} 


After running through Instacode it 
10 
came up with 8 codes 


2 | 


Enter known bitting values in corresponding positions 


R (enable advanced search features 


‘Axis A: Depth Symbols (1, 2, 3, 4) 


a ee ee 
Search: OHOO000H 0H 
“oeve"tss: THO OOOOO0O0d 


2keys... Last cut on first key 


Cutting tree 


1134433422 
1734433422 
2234433422 
2334433422 
334433422 


2134433422 
3234433422 


12345678910 
343443 3422 


WAL W 


{tH 
ais. 
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=m. 
SMART 
Toyota TOY43R 2 in 1 decoder and pick tool user manual [isexsuine roots) 


AUTO SMART LOCKSMITH TOOLS full detail and introduction: 

Hong Kong Patented product. 

AUTO SMART LOCKSMITH TOOLS 

Avariety of functions: Lighting. pick and decoder. 

Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith .These products have been sold 

all over the world. 

These products by internationally renowned locksmith master himself Identification and tested. 

These products are the world's leading the locksmith intelligent tools for unlocking 

The detail for Toyota TOY43R 2 in 1 decoder and pick tool as follow: 

Open sequence: 

First enter the working part of 2 in 1 decoder and pick too! into the button of Lock cylinder ,then unfold the 
driven Lever of 2in 1 decoder and pick too! . Meanwhile use appropriate Strength hold on it by left hand. 
(If work under dark light then you can open the light) 

First pick the Side “A” 3, 5. 7, 9wafer. And then pick the Side 

“B” 4, 6, 8. 10 wafertill the Lock be opened. 

Decoder sequence: 

Firstread the Side “A” 3, 5, 7. 9wafer, and then read the Side “B” 4. 6. 8. 10wafer. 

After finish reading then use the key cutter to cut the special key which only use for 2in 1 decoder 


and pick tool. Finish all cutting then an unbroken key have been made and it can use for open the lock. 


Toyota Camry, Corolla, Reiz, Toyota Camry and other models 


@ Scale of location of the plates in the lock. 
2 Probes 


© depth tine of waters 


Main key and special key which only use for 
2in 1 decoder and pick tool 


W LED Light 


@ LED Light switch 
2 Driven Lever 
DA, BLever 


50 
——- 
SMART Renault 
eKESTEINT 


— 
No.6 Pushes Down Renault 


No.5 Pushes Down 


No.4 Pushes Downs 


No.3 Pushes Down 


No.2» Pushes Down 


No.1 Pushes Down 


(— 51 


—a- 
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Renault 2in 1 decoder and pick tool user manual 

AUTO SMART LOCKSMITH TOOLS full detail and introduction: 

HongKong Patented product. 

AUTO SMART LOCKSMITH TOOLS 

Avariety of functions: Lighting. pick and decoder. 

Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith, 

These products have been sold all over the world. 

These products by internationally renowned locksmith master himselt identification and tested. > 
These products are the world's leading the locksmith intelligent tools for unlocking 

The detail for Renault 2 in 1 decoder and pick tool as follow: 

Renault key blank 

Renault lock cylinder structure diagram: 

Open sequence: 

First enter the working part of 2 in 1 decoder and pick too! into the button of Lock cylinder, t 

hen unfold the driven Lever of 2 in 1 decoder and pick tool. Meanwhile use appropriate Strength hold on 
itby left hand. If work under dark light then you can open the light) = 
First pick the Side-"A” 1, 3, Swafer. And then pick the Side “B” 2, 4..6wafertillthe Lock be opened. 
Decoder sequence: 

First read the Side “A” 1, 3. 5 wafer, and then read the Side “8” 2, 4. 6 wafer. After finish reading then use 
thekey cutter to cut the special key which only use for 2in 1 decoder and pick tool. Finish all cutting then 

anunbrokenkey have been made and it can use for open the lock. 


Main key and special key which only use for 
2in 1 decoder and pick tool 


Renault car Series 


-— 
_ 
— 


2 Scale of location of the 


@ depth line of waters 


@LED Light 


@ LED Light switch 


5 Driven Le 


52 


vas 
SMART DAT17 SUBARU 
(iSexsuirs TOOLS) 
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Fuji, Subaru DAT17 2 in 1 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: i 

Hong Kong Patented product. 

AUTO SMART LOCKSMITH TOOLS 

Avariety of functions: Lighting. pick and decoder. 

Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith . 

These products have been sold all over the world. 

These products by internationally renowned locksmith master himself identification and tested. 

These products are the world's leading the locksmith intelligent tools for unlocking 

Detail for Fuji, Subaru DAT17 2 in 1 decoder and pick tool as follow: 

Open sequenci 
First of all ,pick the top right 3 pieces wafers or pieces wafers and the lower left 3 pieces wafers or 2 pieces 


wafers. After then pick the upper left 2 pieces wafers or 3 pieces wafers and the lower right 2 pieces wafers or 
3pieces wafers. 
Afterthe Lock cylinder turn around to 45 degree there still leave some waters Stuck 
(upper left 3 pieces wafers or 2 pieces wafers and lower right 3 pieces wafers or 2 pieces wafers) 
The Lock cylinder back to the original position then you need to pick follow wafers: 
Upperleft3 pieces wafers or 2 pieces wafers and the lower right 3 pieces wafers or 2 pieces wafers. 
Remark: 
Half a slice of lock cylinder structure for Fuji, Subaru DAT17 car 
Decoder sequence: 
Remember read the Side “A” all wafers first then read Side 
“B” all wafers. When decoder meanwhil 


write down 

the code. Now first we should read Side “A” the top right the third wafer or second wafer 
And then read the lower left the third wafer or second wafer. Finish Side “B” then we start to read 

Side “B" the top right second wafer or the third wafer. And the lower right second wafer or the third wafer. 


And then read the upper left the third wafer or second wafer and the lower right the third wafer or second wafer. 
After then decoder finish. 


Main key and special key which only use for 
2in 1 decoder and pick tool 


Fuji, Subaru car models 


Ti 


DLED Light 


OLED Light switeh 
© Driven tover J 
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SMAR 


Deksiire 100k 


TOY2. 2011 TOY: 


Nols “Litts Uy = 
08 SSS No.7 Pushes Down 
No.6 Lifts Up =— 
ee No.5 Pushes Down 
No.4 Lifts Up imma 
2 No.3 Pushes Down 
No.2 Lifts Up, isla 4S PUHES'D 
— No.1 Pushes Down 
== 
y 
= 


TOYS INEW] 


=| 


Pushes 
Down 


{ 


Lifts 


1 
4 


Va 


Toyota TOY2 2in 1 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: 
Hong Kong Patented product. 

AUTO SMART LOCKSMITH TOOLS 

Avariety of functions: Lighting. pick and decoder. 


Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith . 

These products have been sold all over the world. 

These products by internationally renowned locksmith master himselt identification and tested 

These products are the world's leading the locksmith intelligent tools for unlocking 

The detail for Toyota TOY2 2 in 1 decoder and pick tool as follow: 

Open sequence: 

Firstenter the working part of 2in 1 decoder and pick tool into the button of Lock cylinder, 

then unfold the driven Lever of 2in 1 decoder and pick tool 

Meanwhile use appropriate Strength hold on it by left hand. 

(If work under dark light then you can open the light) 

First of all, pick 1. 3. 5: 7 Wafer, and then pick the 2, 4, 6, 8wafertillthe lock be opened: 
Decoder sequenc: 
After open the lock then decoder. Firstread 1, 3, 5, 7wafer.Afterthen read 2. 4. 6. 8 wafer. 

After finish reading then use the key cutter to cut the special key which only use for 2in 1 decoder and pick tool. 


Finish all cutting then an unbroken key have been made and it can use for open the lock... 


New Lexus Toyota 4700 Series ect. 


@ Scale of location of the plates in the lock. 


@ depth line of wafers 


Proves 


@LED Light 


@ LED Light switeh 


Driven Lever 


DA, BLever 


Main key and special key which only use for 
2in 1 decoder and pick tool 


56 


Toyota, Lexus 


TOY48 found on: Toyota & Lexus Silca TOY48 
—S. 
There are 5 spaces & 3 depths in this lock, all wafers are = 


split and occupy their own chamber 

All positions can be read with the Smart tool - 

Depth 1 is the deepest cut and nUmber S is the shallowest cut 

To decode the lock read in the SAME direction as it was picked 


=: 


Then pick again to the 90 degrees, the lock has to be inthis position to decode 


The lock has to be picked twice, first pick and turn approximately 45 degrees 


Once the lock is decoded, you can turn it back to the 45 degree position and then 


it has to be picked back to the upright ee position before you can remove 
the tool 


B5(1)—— t f—ais 
BS Pushes Down 


A4 Lifts Up <— Ba Lifts Up 
B3 Pushes Down a Ad (5) +84 (3) 


A2 Lifts Up <— B2 Lifts Up 


81 Pushes Down -A1 Pushes Down 
B3 (1) —— —+A3 (3) 


Pe | Je 
oof ‘a 


Va 


SMART 


(iScKsuire TOOLS} 


Baxis 
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PositionA1... readasa5 
Position A2... read asa1 
Position A3... read as a3 
Position A4... read as a5 
Position AS... Read as a5 


Position B1... 
Position B2... 
Position B3... 
Position B4... 
Position B5.. 


5 


5 


1 


Enter known bitting values in corresponding positions 
R Plenable advanced search features 


‘Axis A: Depth Symbols (5, 3, 1) 


et 4 
Bitting: 5}}1 5 
Search: ea} 
“oneuras: OOOO 


é 
@ 
g 
=) 
g 
g 
z 


readasa5 
readasat 
readasa3 
readasaS 
.feadas a5 


After running through Instacode 


to check it was a correct code. 
Code Bitting 
44147 51355-31131 


59 
Toyota TOY48 2in 1 decoder and pick tool user manual 
AUTO SMART LOCKSMITH TOOLS full detail and introduction: 
Hong Kong Patented product. 

AUTO SMART LOCKSMITH TOOLS, 

Avariety of functions: Lighting. pick and decoder. 

Complete varieties, exquisite workmanship, the night lighting, open rate 100% and decoder rate 100%. 
World-class products, the necessary product of the global locksmith 

These products have been sold all over the world. 

These products by internationally renowned locksmith master himself identification and tested. 

These products are the world's leading the locksmith intelligent tools for unlocking 

The detail for Toyota TOY48 2 in 1 decoder and pick tool as follow: 

Open sequence for left front door of TOY48 

First pick top right 3 or 2 pieces wafer and the lower left 3 or 2 pieces wafer 

Then pick the upper left 2 or 3 pieces wafer and the lower right 2 or 3 pieces wafer 

You should continue to pick after Lock cylinder turn around to 45 degree 

Pick the upper left 3 or 2 pieces wafer and the lower right 3 or 2 pieces wafer. 

Lock cylinder back to the original position then you need to Continue to pick. 
Pick the upper left 3 or 2 pieces wafer and the lower right 3 or 2 pieces wafer. 
Remark : Half a slice of Toyota car lock cylinder structure 

Open sequenc: 
When you use the TOY48 2 In 1 decoder and pick tool, first you need to enter the working part 

of 2in 1 decoder and pick too! into the button of Lock cylinder ,then unfold the driven Lever 

of 2in 1 decoder and pick.. Meanwhile use appropriate Strength hold on it by left hand. 

(Ifwork under dark light then you can open the light) 

Your right hands hold the Lever A and pick the top right the third wafer or second wafer and then pick the 
lower left the third wafer or second wafer. After then you use the Lever B to pick the upper left second wafer 
orthe third wafer and the lower right second wafer or the third wafer. 

After Lock cylinder turn around to 45 degree then you need to pick other wafers. Use the Lever B to pick the 
upper left the third wafer or second wafer and the lower right the third wafer or second wafer. When the lock 
cylinder back to the original position then you need to use Lever B to pick the upper left the third wafer or se 
cond wafer and the lower right the third wafer or second wafer till the lock be opened. 

Decoder sequence: 

First of all, remember to read the Side “A” all wafers first then read Side “B” all wafers. When decoder 
meanwhile write down the code. 

Firstread Side “A” top right the third wafer or second wafer. And then read the lower left the third wafer 

or second wafer. Finish Side “A” then start to read Side “B” the upper left second wafer or the third wafer 
and the lower right second wafer or the third wafer. After then read the upper left the third wafer or second 
wafer and the lower right the third wafer or second wafer. After finish reading then use the key cutter to cut 
two pieces special key which only use for 2 in 1 decoder and pick tool. Finish all cutting then put main key 
TOY48 ( only one piece ) in the middle of two pieces special key and the an unbroken key have been made 
and it can use for open the lock and can be copied by key machine directly. 


New Lexus, Crown 3.0, ete Series 
Main key and special key which only use for 


2in 1 decoder and pick tool 


— 
_ 


etko un 


LED Lightamten 


roen! Peugeot, Renault 


VA2 found on: Peugeot, Citroen and Renault B- 
This lock has, 6 spaces and6 depths, all 6 wafers are in 


this lock Silea VA2 


All positions in the door lock can be read with the Lishi tool 


It is an internal 4 track lock, and unlike other H/S locks with a uniform groove, the 
wafers in this lock alternate contact with the left and right tracks of the key 


This lock uses letters instead of numbers for the wafer depths , and the wafers were 
stamped with the letter 


Depths areA, B, C.D, E, F ..."A"is the deepest cut and "F" is the shallowest cut 


To make it easier to understand... try...A=1..B=2..C=3..D=4..E=5..F=6 


This is a single lever arm 2 in1 pick/decoder 


To decode the lock read in the OPPOSITE direction as it was picked 


= No.6 Lifts Up i + 514) 


=> 4(D) 
<= No.3 Lifts Up 


No.5 Pushes Down —& 
No.4 Pushes Down — > 


No.2 PushesDown —> 
No.1 Pushes Down 


Pushes 
Down 


1|2/3|4|5|/e Ff ries dct eee 
| to check it was a correct code 


61 


a a 
SMART 
[icexsui roots) 


Enter known bitting 
Enter bitting values into their corresponding positions. 


‘Axis A: Depth Symbols (F.E,D,C,B,A) 


er Car Sr Glee ee ee me 


== Se Bitting: AGE Bigg 


123456 
A DC 
The red (_) show 
where you would 
read the cuts and 
where the key 
makes contact } ' 
with the wafers BEA 
123456 


Main key and special key which only use for 


a 2in 1 decoder and pick too! 


tact us 


